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Jackson Safety® Welding Helmets

Welding helmet with side windows 
for increased awareness during the 
welding task

WH50 MULTIVIEW

• IRUV Shade 5 side windows for lateral vision
• Fitted with Pro head gear with easy to adjust mechanism
• High quality carbon graphite graphics
• Room available for disposable respirator to be worn

underneath helmet

Expand your horizons
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Ordering E-mail  sales@jacksonsafety.eu

Customer Service  +386 1 477 67 84
www.jacksonsafety.eu
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WH50 MULTIVIEW
Product No Description Case Qty

J8024 WH50 MULTIVIEW IR/UV5 WF50 4/9-13 TN INT carbon 1

J8003 WH50 MULTIVIEW IR/UV5 carbon for INT 1

SPARE PARTS & ACCESSORIES
Product No Description Case Qty

J8333 PRO head gear 5

J8303 Inner lens 109 x 66 mm 100

J8327 Inner lens 104 x 53 mm 100

J8338 Outer lens 89.2 x 142.4 mm 100

J8358 Side windows RL 20

TECHNICAL DATA
Filter Lens J8187
Viewing Area 96 x 42 mm
Optical Clarity 1/1/1/2
Weight 515 g
Open State Shade 4
Closed State Shade 9-13
Shade Adjustment yes / internal
Sensitivity Adjustment yes / internal
Delay Adjustment yes / internal
Grinding Mode no
Switching Time 0.1 ms
Energy Supply solar cells + 1x battery

IRUV Shade 5 side windows 
for lateral vision
Increased awareness during 
the welding task

Pro head gear with easy to 
adjust mechanism

Stylish carbon fiber look

Room available for 
disposable respirator to be 
worn underneath helmet
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Finding a better way



ORDERING INFORMATION
Jackson Safety® Welding Helmets

EMEA office / Balder, Ltd., Teslova ulica 30, SI-1000 Ljubljana, Slovenia
Ordering E-mail sales@jacksonsafety.eu
Customer Service +386 1 477 67 84 www.jacksonsafety.eu

WH50 MULTIVIEW
Product No Description Img Case Qty

J8024 WH50 MULTIVIEW IR/UV5 WF50 4/9-13 TN INT carbon 1

J8003 WH50 MULTIVIEW IR/UV5 carbon for INT 1 1

SPARE PARTS & ACCESSORIES
Product No Description Img Case Qty

J8333 PRO head gear 2 5

J8303 Inner lens 109 x 66 mm 3 100

J8327 Inner lens 104 x 53 mm 3 100

J8338 Outer lens 89.2 x 142.4 mm 4 100

J8358 Side windows RL 5 20
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