
Auto Darkening Welding Helmets

Auto Darkening Black Welding Helmet
Shade 9-13 Variable
Key Features

• Lightweight nylon shell 
• Variable shade ADF 4-9/13 with external control
• Internal sensitivity - variable and delay - variable 0.1 to 0.8S
• 95 x 39mm  viewing area 
• 2 arc sensors 
• Switching time: 0.3ms 
• Operating temperature range:  -5 to +55˚C
• Conforms to  EN175 B & EN379 with 1/1/1/2 classification

Auto Darkening Flame Welding Helmet
Shade 9-13 Variable Large Viewing Area
Key Features

• Lightweight nylon shell with high gloss 
finish paint and flame decals

• Premium longitudinal adjust ratchet headgear
• Variable shade ADF 4-9/13 with external control
• Internal sensitivity - variable and delay - 

variable 0.1 to 0.8S
• Grind mode 
• 100 x 50mm large viewing area 
• 2 arc sensors 
• Switching time: 0.1ms 
• Operating temperature range:  -5 to +55 ºC
• 2 x CR2032 replaceable batteries and a low battery LED
• Conforms to  EN175 B & EN379 with 1/1/1/2 classification

Order Code:  WH04B

Accessories
Order Code Description Pack Qty
CR08 110 x 90mm Cover Lens 1B 10
BL04 97 x 45mm Backing Lens 10
TK03 Headgear Complete 1
SB Sweatband 2

Order Code:  WH04FL

Accessories
Order Code Description Pack Qty
CR08 110 x 90mm Cover Lens 1B 10
BL07 105.4 x 53mm Backing Lens 10
TK04 Headgear Complete 1
SB Sweatband 2


